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SUMMARY

A study of those factors which can affect the quality of an
electrostatic reproduction was undertaken. Observations were made
under conditions which simulated the corcna unit in the Army electro-
static printers. The major areas of study were: (1) corona configura-
tion and charging homogeneity and (2) environmental effect on the
corona. The studies and conclusions have application to printing
processes which employ corona discharge devices.

The major recommendations which resulted from this research
are: (1) develop a process in which a positive wire charging con-
figuration can be used and (2) develop a process which reduces the
production of ozone in the umit.
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FOREWORD

This w'rk,done under Contract No. DAAKOZ2-72-C-0060,was authorized
by the U.S. Army Engineer Topographic Laboratories, Fort Belwoir,
Virginia under DA Project-Task Area Work Unit No. 4A662707A85203/

0013 Entitled "Corona Chemistry Studies for Military Map Reproduction'.

A study was undertaken to detemmine those factors which influence
the quality of the printing processes that use a corona discharge de-
vice.

The assistance of Mr. S. Shiffman, Ms. S. Tomkins, Ms. A, Becker,
and Mr. R. Wall is acknowledged.

Mr. J. Gladden (USAETL) served as the Contracting Officer's
Technical Representative.
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I. INTRODUCTION

Rapid electrostatic printing methods make use of corona discharges
for placing an electrostatic charge on a photoconductive layer. In
the case of the Amny Five Color Map Printer, high power levels are
required to charge the zinc oxide layer in order to nbtain qualit
prints. Because of the corona current required, detrimental € .. -«
to the image can be expected. This study will show what effe~ts
corona configquration has on the printing process. Data is also
presented to indicate the effect that the corona itself has on its
surrounding environment,

In the studies wutilizing a wire to wire corona discharge unit
all attempts were made to ensure that experimental laboratorv con-
ditions approached those of the actual printer. When other corona
discharge 'mits were evaluated (point to plane. wire to plane, etc.),
enviromnental conditions were kept the same so that a comparison
of all units could be made. Also, these studies and conclusions
apply not only to the zinc oxide process hut to all printing processes
which employ corona discharge devices.

Pertinent points covered by this study are comparison of the dif-
“erent types of corona discharge units (wire to wire; point to plane,
wire to plane) with respect to:

(1) production of ozone as a function of current.
(2) charging homogeneity.
(3) environment upon corona characteristics.,

This report is divided into a number of sections wh®-h describe
the experimental approach, results, and rccommendations  ‘ulting
from the research.

IT. INVESTIGATION

A. Corona Discharge Units. Eight different types of corona
discharge units were constructed for use in determining the various
characteristics related to the electrostatic printing process. Figure
1 shows the fundamental design upon which all of these wnits are based.
Thﬁ complete specifications for each of these units is tabulated in
Table 1.

To simulate the environmental conditions found during operation
of the Armmy Five Color Map Printer, smaller, labcratory size versions
of the full scale machine were used. The experimental observations
were made using models of the Army Printer designed and built in these

1
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Corona
_Unit
Cu #1
CDU #2
CDU #5
Chu #6
CDU #7
CDU #8
CDU #9

CDU #10

CDhU #11

AT

Dimensions of Corona lnits

Electrodes®
Tungsten Wire
Tungsten Wire

Tungsten Wire
Copper Plate

Tungsten Pointb
Copper Plate

Tungsten Wire
Platinum Wire
Tungsten Wire
Copper Wire

Tungsten Point®
Copper Plate

Tungsten Wired
Copper Plate
Tungsten Wire®
Tungsten Wire

Tungsten Wire®
Copper Plate

Diameter of Wire

Electrode, am

Area of
Electrode, cm

0.7.3
0.013

0,013
6.4x20.3

0.013
6.7x23.0

0,013
0.025

0.013
0.025

0.013
10.0x20.0

0.013
6.5x20.0

0.013
0,013

0.012
6.0x20.0

a) The distance between the electrodes is 1.90 am.
b) The electrode consisted of 48 tungsten wire points.
c) The electrode consisted of 480 Tungsten wire points.

A plexiglass compartment was constructed about this electrode.

0.80
0.80

1.87
128.1

0.006
152.1

1.75
3.50

1.77
3.55

0.060
200.0

1.87
130.0

0.80
0.80

0.80
120.0

d) The copper plate electrode is in the shape of a semi-cylinder.

Wi ol oot g L Ltk e g e




TR AT

il LSl S

TPF R Ty

pAOSALER L AT LA

WO RO 1)

laboratories. Somc of the other electronic and mechanical equipment
were purchased from commercial suppliers. The unit was designed to
compare the properties of the different corona discharge units. Such
characteristics as ozone production and platin charging capabilities
for all units were detemmined using this device.

A.1. Corona lUnit Power Supplies. Two of the power supplies
used in this work were constructed during the previous contract.
Direct current (DC) power supplies suitable for operating the
double corona discharge units were obtained from two sources. The
power supply used in the earlier work was designed and constructed
after studying informmation obtained from Wabash Magnetics, Inc.,
and following a description of the power supply used in the Miehle-
Goss-Dixter version of the Army Printers. Parts for the high vol-
tage - constant current power supply were obtained from Wabash Mag-
netics and from parts on hand in these laboratories. A 9000 VAC
"Luminous Tube Transformer' (Gen.ral FElectric) was used as the vol-
tage step-up portion of the power supply. OQutput voltage was a max-
imm of 18 KVDC from this "voltage doubler' power supply at up to
1.0 milliampere of current. A continuously variable voltage trans-
former (*'Variac') was used to energize the power supply.

Another power supply was purchased from Electromagnetic Products,
(¥T-51753C) Division cf Wabash Magnetics, Inc., which hras essentially
the same characteristics as the noncommercial unit and was used in
some of the later experiments.

In addition, two other power supplies were constructed. These
are identical with those previously described with the exception
that an Allanson rather than a General Electric luminous tube trans-
former was employed. The circuit diagram which produces the half-
wave rectified output signal is shown in Figure 2.

Hereafter corona discharge unit will be abbreviated CDU.

A.2. Oczone Sumpling Technique. One of the detectable products
which results from a corona dischargc in the atmospherc is czone.
Thus, a knowledge of the factors which affect the production of
ozone would be of interest ir characterizing some of the processes
which occur in electrostatic printing.

To measure the concentration of ozone produced, the corona dis-
charge units were monitored within a chamber. The chamber was con-
structed using the basic "Chromatocab', (Model Al125, Recc Division
Research Specialities) waich allows for the control of atmospheric
conditions surrounding the CDU.
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A schematic diagram of the ap»~ratus employed for ozone analysis
is showr in Figure 3. In a typical experiment, the desired atmos-
pheric conditions were adjusted and the corona unit was then initiated.
After a period of ten minutes, a sample of gas was withdrawn from
the chamber, trapped, and analyzad iodometrically for ozone content.
The size of the sample withdrawn for analysis represents approximately
2% of the total chamber volume. The concentration of ozone was cal-
culated as ppm of air in the chamber by means of equation 1 (1).

L e i o e A

V) (24) My )
355,05 1
(Vo ) (d) 1000

d Ppm 03 =

where,
V is the volume NaZSZOS'
24 is the equivalent weight of ozone (g/ e q)
N is the normality of NaZSZO3 .

Vo is the volume of gas sample withdrawn from the chamber (2
liters) .

d is the density of air (1.268 g/1).

Ozone concentration values were determined by a standard
potassium iodide - sodium thiosulfate titration procedure (2).
Typically, two liters of corona chamber atmosphere (being stirred
E with a small fan to insure uniform sampling) were passed through
3 a gas bubbler vessel containing 100 ml of 2% potassium iodide solu-
"5 tion. The '"Varistaltic'" pump used to circulate chamber gases was
3 capable of flow rates of up to 1.5 liters per minute (usually < one
4 1/min) as measured by a gas flowmeter (Brooks Instruments Co.). A
two liter gas ballast vessel was placed next to the suction part of
the pump, and preceded by the gas bubbler vessel, flowmeter, and then
the corona chamber, in that order (Figure 3). Iodide ion is oxidized
by ozone to free iodine and this is then titrated with standard so-
dium thiosulfate solution using starch as the indicator (2). The
2 ozone concentration values were calculated and recorded in parts per
' million of O; and plotted ys time.
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Legend co Figure 3

Corona Chamber......c.eeeeeevenvssassssss..Chromatocab Model A125
Reco Division, Research
Specialties.
}‘ygrmneterOOOQQOQOO..0.0'0.......0....0 OQ..AIT‘lab Inc-’ mdel H
Flowmeter....vceveeeesvncecacasssssacsssss .Brooks Instrument Company
Rmp....l'....’.‘.....l.‘.......'..‘...‘l. thanostat varistaltic Ixmp
Gas Chromatograph....c.eceeececacecassescs..Bendix 2100

COlmln.....................................5% OV"l on 60-80 meSh
Chromosorb W

RECOTAET . cevtvecreevecavacanececscenaness . Honeywell Electronic 194
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A.3. Isopar G Sampling. The Isopar G concentration in the

ccrona chamber was determined by gas chromatography using a 5%
3 OV-1 on 60-80 mesh Chromosorb W column. The atmosphere was sampled
3 by a flow system in which the gas was pumped through a standard vol-
ume gas injection system connected to the gas chromatoraph. Injec-
tion into the colum was automatically controlled for sampling at
prescribed time intervals. Calibration of the gas chromatographic
detector was accomplished by syringe injection of measured amounts
of Isopar G.

LA

A.4. Roller Model Printe: Prototype. Corona discharge umits
were mounted in a four roller apparatus constructed with 1/4" thick
Bakelite sidewalls. The roller axles were 1/2" aluminum rod stock
and the rollers were 1 1/2% capped copper pipes. The drive roller
was turned by a small electric motor through a reduction gearbox so
that the continuous web moved at a linear speed of 4 1/2'" per second.

A constant. tension was applied to the paper web through the
variable pnsition idler roller which applied pressire by use of a
spring loaded roller mount as shown in Figure 4.

g R g o gl o b

A.5. Emission Spectroscopy. Attempts have been made to iden-
tify the excited species produced in a corona discharge by means of
their emission spectra. The instrument employed was a Sargent-Hilger
Cornu Mount quartz spectyograph. This low resolufion instrument
has a dispersion of 8.3 A /mm at 250 nm and 28.5 A /mm at 400 nm (3).
Kodak SA-1 and 103 aD photographic plates were employed to record the
spectra of the excited species emission. The sensitivity range of
the SA-1 is 200 nm to 400 nm, and that of the 103 aD is 200 nm to

4 E 625 nm.
E : The photographic plates were calibrated with the standard copper
lines from a copper hollow cathode discharge tube. The corona dis-
charge emission spectrum was recorded for exposure times as short as
= one hour and as long as seventy-two hcurs. A typical spectrum is
b . presented in Figure 5. :

Linear interpolation of the line spectra obtained was accomplished
E by using the Hartmann Dispersion Fo a (4,5). For wavelengt 3
: calcaulation, it is represented by the following equation:

9
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3 Legend for Figure 5.

=

e Two spectra are presented in this figure.

3 % quona is the emission spectrum (NZ) of the negative glow of a
b} wire corona.

Cu is a standard comparison of a copper arc.
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The constants ),, C, and d, are detemined from calibration of a
standard spectrum. The wavelength, *, after calibration, can be
determined by measuring the distance, d, of the line from the refer-
ence point, d,

A.6. Electrostatic Charging Characteristics. Two methods were
empleyed to determine the charging characteristics of several corona
discharge units. The first method involved directly measuring the
static potential charge developed on Mean 8313 EP paper by means
of a Keithley Model 610CR electrometer equipped with a remote static
head detector. The detector had a 10,000:1 capacitive division which
allowed potontials up to 20KV to be measured. The electrometer out-
put was fed into a Moseley Model ecorder and recorded directly.

The second method employed to determine the charging characteris-

tic of the corona discharge units involved charging the Mean 8313 EP
paper and developing the paper with a green toner suspension. The
toner RU-99A, Interchemical Corporation, was diluted with Isopar G

(Humble 0il and Refining Co.) in the ratio of 12,000:1 Isopar G: toner

solution.

A.7. [on Current Measurements. Measurements of ion currents
(6,7,8,9) were made using the apparatus shown in Figure 6. The
corona device was a point to plate apparatus operating at a voltage
of approximately 9000 Volts. A constant D. C. voltage was applied
across the probes with the D.C. power supply, leathkit Model PS-4.
This applied voltage was measured with the digital voltmeter, Beck-
man Model 4011. The current through the probes was measured on one
channel of the storage oscilloscope, Tektronix model 549, as a vol-
tage drop across the internal one megohm resistance. At an oscillo-
scope scan rate of 10 milliseconds per centimeter over the 10 am.
screen, a 100 millisecond scan was made. This equals approximately
six cycles of the 60 cycle per second plasma power supply. Immedi-
ately after scanning the probe current and storing the scan on the
oscilloscope, the applied voltage was reversed, the oscilloscope
scan was offset approximately .5 am. to eliminate overlap, and a
second measurement was made. Measurements were made at applied
probe voltages from -100 V to +100 V. The distance from the points
(of the point to plate corona) to the probes was varried in one
millimeter increments. No measurement could be made within 2 mm.
of the points because arcing between the corona and the probes

13
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4
3 resulted. At probe to point distunces more than 8 mr probe res- 3
2 ponse was not great enough to be significant. In addition, measure- 3
2 ments were made directly beneath one of the points since it was found %
3 that any lateral displacement from this position reduced probe res- ]

: ponse to ar. unusable level. After two scans had been made they were
3 photographea from the oscilloscope screen using a polaroid camera.

3 The maximum deflection of each peak in the probe response scans was
measured using a floating microscope. Corrections were made for the
reduction in image size during photographing. The average measured
deflection was then converted to current in microamps. The differ-
ence between the deflections caused by the positive and negative
applied potentials was then divided by two to give the deflection
caused by the applied voltage versus zero applied voltage. The
resulting current versus applied voltage relationships were plotted.
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III. RESULTS AND DISCUSSION

A. Corona Unit Configuration and Electrode Polarity. The
production of ozore was evaluated in terms of the various corona
unit configurations described in Table 1. These results are pre-
sented in Table 2. In each case, the ozone reported is in terms of
the maximum equilibrium concentrations produced.

In those experiments at a curreat of 0.10 mA, in which CW #1,
CDU #6 and CDU #7 were cmployed, the production of ozone appears to
be little affected by electrode polarity. In addition, the amount
of ozone produced by these units are quite comparable. This is in
contrast to results obtained from CDU #2 and CDU #5 in which the
electrode polarity and corona configuration have a large effect on
the resulting ozone produced.

4
3
4
hrd
=
j%:
H
H

Another point of interest for CDU #2 and CDU #5 is that when wire
and points are of the same polarity significantly different concen-
trations of ozone are produced. This surprising observation is not
at this time understood.

P F 0 SRS ML

A.1. Production of ozone as a function of current-voltage.
There are three generally accepted mechanisms for the formation of
ozone. All of these include formation of molecular oxygen,excita-
tion, dissociation and/or ionization. The equation which represents
these possible mechanisms are shown below.

st i i 8L e

el v

1. Excitation
3. 3 7.0 eV
I 02——-) £y 0,

3. .
Eh 02--———) O3 + (0 + energy

15

.
M
s 17 el Bl BB WS ML M B o L e




Corona
Unit

CDU #1
CDhU #2

CDU #5

CDU #6

CDU #7

Cbu #8

a) The current was 0.1 mA in each experiment.
b) The relative humidity was maintained to *+ 5%.

Table 2

e s S A e e s o e e bl T e e

Production of Ozone as a Function of
Corona Unit Configuration and Polarity

Electrode

Polarity

W-wire-

Cu-plate +

W-wire +
Cu-plate-
W-points-
Cu-plate+
Pt-wire-
W-wire +

Pt-wire+
W-wire-
Qu-wire-
W-wire+

Cu-wire+
W-wire-

W-Points-
Cu-Plate+
W-Points+
Cu-Plate-

Max. ©
ppm 03

16

25 + 3
8 + 1

21 +3

25+ 3

¢j The errors represent the average deviations for
ments.,

Electrode 2
Surface Area, On

-

Wire - 0.80

Wire = 1.87
Plate = 128.1

Points = 0,005
Plate = 152.1

Pt = 3.50
W=1.75

Cu - 3.55
w=1.77

Points = 0.060
Plate = 200.0

replicate experi
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1

Agoz 4-02 — 03 + 0 + energy

2. Dissociation
02 ——ep () + O 5.1 eV

0, + 0-—>03

3. Ionization
0, —» 02" + e 12.1 eV

0, + e —>0; 0.5 eV

+
0, + 0 —»0,+0

In the first mechanism the energy is added to the oxygen mole-
cule to form an excited species 7.0 eV above the ground state, The
active oxygen ](é: + )} subsequently reacts with a ground state oxygen
molecule to fornf 8zone and an oxygen atom. Similarly,the oxygen
molecule can be excited to a state 4.6 eV above the ground state (1A )
which can again form ozone and an oxygen atom. §

The second mechanism "involves addition of energy (5.1 €eV)
which results in the formation of two oxygen atoms which can react
with an oxygen molecule to form ozone. The third schume indicates
the production of both positively charged and negatively charged

oxygen species. These, subsequently, combine to form ozone and an
oxygen atom.

In each case the reactions are initiated by an input of
energy forming an active intermediate with the subsequent formation
of ozone. Therefore, the higher the initial cnergy input, the more
reactive intermediate and ozone produced. The results are
listed in Table 3 and shown graphically in Figure 7.

A. 2. Effect of Relative Humidity. An increase in relative
humidity results in two major observations. First, a drastic
decrease in ozone concentratin is observed with an increase in the
relative humidity. Second, lower voltages are necessary to produce
the same currents as those at lower relative humidities.
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Table 3

R

L3

3 Production of Ozone as a Function of
3 Current-Voltage

i L

- Corona Electrode Current Applied 0

3 Unit Polarity mA Voltage EE% % RH
3 - 0.1 12,000 31.8 25
- 0.2 13,500 87.4 25

Lyt

ol

1 - 0.3 14,000 107.0 25
E - 0.4 15,000 132.8 25

N s b

b LA 2 e A L

Wire+

Plate- 0.1 13,500 21.7 17

Wire- Z

2 Plate+ 0.
Wire+

2 Plate- 0.2 14,700 61.0 18
Wire-

2 Plate+ 0.2 14,700 7.3 18

E Wire+

k 2 Plate- 0.3 15,700 134.6 18

1 Wire-

2 Plate+ 0.3 16,400 39.1 18
Points+

5 Plate+ 0.1 10,000 29.2 17
Points+

; S Plate- 0.1 10,000 11.1 17

§ § Points-

: Plate+ 6.2 11,200 101.9 18

1 Points+

i 5 Plate- 0.2 13,300 28.2 18

i Points-

) Plate+ 0.3 12,000 204.7 18

=3

13,500 7.4 16 :

3
3
E
4
i;é
3
=
2
-
3
-
E]
E
3
34
4
2
3
_:—E
a1
3
;
2
E
]
3
=
3
-4
=




Points+
Plate-
Points-
Plate+
Points+
Plate-
Point-
Wire
Point+
Wire-
Point-
Wire+
Point+
Wire-
Point-
Wire+
Point+
Wire-
Cu..
Wire+
Cu+
Wire-
Cu-
Wire+
Cu+
Wire-

0.3

0.4

0.4

0.1

0.1

0.2

0.2

0.3

0.3

0.1

0.1

0.3

0.3

19

14,700

12,200

16,500

10,300

10,300

12,200

12,500

13,200

13,200

11,000

11,000

12,000

12,200

16.0

65.5

60.0

161.9

145.6

30.3

27.8

70.0

41.9

18

18

18

17

17

18

18

18

18

18

18

18

18
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Legend to Figure 7 1
:
‘ Cbu Point 1

Plot Number Desi@tion Comments :
. —_— —_— 1
: a 1 . 1
: b 2 X wire +

plane -

. c 2 ) wire -
t plane +

d 5 + points -
plane +

- e 5 A points +
3 plane -

f 6 x Pt wire-
W wire +

3 g 6 + Pt wire +
W wire -

h 7 A Cu wire -
W wire +

1 7 0 Cu wire +
e Wwire -

;
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Two arguments which would be consistent with the observed
decrease in ozone formationat higher relative humidities are the
following: in one instance,the water vapor is acting as a scavenger
for the ozone formed, Secondly, the water vapor is directly scaven-
ging the reactive ozone precursors. A further discussion of this
point will be made later in this report.

It has been suggested (10) that at nigher relative humidities
formation of water clusters ({H,0].) occurs. It has also been
theorized that these clusters of water molecules have a lower ioni-
zation potential than a single water molecule. Therefore, our ob-
servation of an equivalent current at lower voltages under condi-
tions of increasing relative humidity is consistant with this argu-
ment. The results are shown in Table 4.

A.3. Ozone Production as a Punction of Positive and Negative
Corona. This portion of the study deals with determining whether
ozone is produced at thc positive electrode or negative electrode
in a corona discharge. Two tvpes of experiments were carried out
to determine this characteristic. First, a special corona wnit
was constructed to ascertain which electrode produced ozone in a
double corona discharge. Second. the amount of ozone produced by
positive and negative coronas was detemmined.

Corona units CDU #10 and CDU #11 were designed for the purpose
of detennining which electrode produces ozone in a double corona
discharge. CDU #10 is essentially a tungsten wire to wire wunit. A
plexiglass compartment, containing a sampling port, was constructed
about one of the wire electrodes. Since a corona discharge could
not be sustained when the elcctrodes were completely separated from
one another an opening was cut in the plexiglass which separated
the wire electrodes. The size of the opening was regulated hy
placiag a picce of paper, containing a 2.5 x 4.5 am slit, over Tix
opening. Corona unit CDU #11 is essentially the sqac as (MW «10,
with the exception that the non-sampling wire electrode was replaced
by a copper plate. To climinate or at least reduce the diffusion
of ozone into the sampling chamber a stream of air was passed
over the non-sampling clectrode. The results of these experiments
are sumarized in Table 5.

The results indicate that ozonc is produced at both the nosi-
tive and negative clectrodes. The data also show that morc ozone
is produced at the positive eclectrode than at tnc negative celectrode
‘in a double corona discharge. The vesult is not surprising,
since at liquid nitrogen temperatures, ozone was found only in the
positive column of a glow discharge (11).
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Table 4
Ozone Production As A Function of
Relative Humidity

; E Corona Electrode Current Applied
4 g Unit Polarity __mA Voltage
- 2 Wire- 0.1 13,500
; f Plate+
- 2 Wire+ 0.1 13,500
: | Plate-
- 2 Wire- 0.1 3,000
3 Plate+
2 Wire + 01. 2,200
Plate -
2 Wire- J.1 1,800
Plate +
2 Wire + 0.1 1,800
: Plate -
3 5 Points- 0.1 10,000
- £ Plate +
3 5 Points + 0.1 10,000
3 Plate -
5 Points - 0.1 --
Plate +
5 Points + 0.1 --
Plate -
6 Pt - 0.1 10,300
Wire +
6 Pt + 0.1 10,300
Wire -
6 Pt + 0.1 6,200
Wire -
6 Pt- 0.1 6,900
Wire +
6 Pt + 0.1 2,200
Wirc -

23

0.0

0.0

0.0

29.2

11.1

20.1

0.0

23.6

16.0

0.0

0.9

0.0

48

46

64

70

17

17

41

52

17

17

48

49

86
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ponrme

~3

Pt -
Wire +

Cu -
Wire +

Cu +
Wire -

Qu +
Wire -

u -
Wire +
Cu +

Wire -

Cu -
Wire +

0.1

0.1

0.1

0.1

0.1

0.1

0.1

2,200

11,000

11,000

7,200

8,200

4,500

5,200

0.0

30.3

27.8

0.0

0.0

0.0

0.0

84

18

18

66

75

85
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Corona
Unit

=SS

Total Applied
Potential

Table 5

Determination of Electrode Producing
Ozone in a Double Corcona Discharge Unit

Current
mA

Sampling
Chamber Polarity ¥

CDU #10 15,500 . 0.1 Positive 5.342
" " ' Negative 1.552
" " " Negative 0 .46b
" " " Positive  1.49°
" " " Positive 1.08b’c
" " " Negative  0.00°°C :
" v " Negative 0.43¢ 3
" " " Positive 4.26 3
CDU #11 " " Negative 0.00? g
" " " Positive 0.20% i
" " " Positive 0.00° 3
- " " " Negative 0.64P ii
a) No paper restriction between electrodes and no air flow passing %
over non-samplihng electrode. Dimensions of the oval opening 5

E : 2.5 x 4.5 an.

b) Paper restriction placed over oval opening., No air flowing over
non-sampling electrode.

c) Removed copper ground plate.

d) No paper restriction between electrodes and air flow flushing non-
sampling electrode.
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The sccond sct of experiments was designed to detemine the otone
produced by a positive a nd a negative corona. A positive corona is
defined as havwlq a high positive potential applied to the active
electrode and the other clectrode at ground potential. A aegative
corona results from the application of a high newat1vp potential to
the active electrode and the other clectiode at ground po.euu;al.

3 The amount of ozone produced by these two conzlnur"tlon is shown
- in Table 6.

An exarination of the results shown in Table 6 would suggest

3 that the formation of ozone is independent of corora configuratior.
: That is, comparable amounts of ozone are produced in both the msi-
tive and negative corona discharges.

4 A.4. Effect of Isopar G on Ozone Production. The results

E of this study are shown graphically in Figurs 8. These results in-
dicate that tnc formation of ozone is impeded by the presence of

3 Isopar G. Turthemmore, the maximm concentration of ozone produced
in these experiments is inversely proportional to the initial con-
4 centration of Isopar G.

Since these experiments were done at constant relative humidity,
this suggests that Isopar G is acting as a scavenger of an ozone
. precursor or is reacting directly with the oZone tomed. It is also
E shown in Figure 8 that at a constant Isopar-G concentration and
4 higher relative humidity, the amount of ozone produued is drastically
3 reduced. This perhaps is not surprising since it alrcady has been
3 shoun that the relative humidity affects ozone production

v
o s e bl AL

B. Electrostatic Charging Characteristics. 7The electrostatic
buildup on the Mead 8313 paper RAS Teasure od directiy as a fuaction
of corona unit configuration and relative humidity. The threc aif-

3 ferent corora wnits selected were CDU =1 {wire to wire), CDU *. (wir
3 to plate) and COU %5 (point to pluate). The results are shown in Tatle

= .

e

: These results illustrate a number of interesting vﬁenon na of

= the three discharge devices. 1) The static potont*al of the Mead 3
= . paper may be positive or negative, depending on whether the Zn0 layer E
. is facing the positive or negative eclectrode. 2) an increzse in 3
~elative hunidity drastically reduces the charge on the saper. 3) :
The amount of static charge is a function of applied potential. 4)
The time required to recach maximun charge is instentancous. 5) If
the oxygen content of the chamber is 1ncrcascd the paper appears

to charge to a greater extent. 6) it was also noted that when the
corona was turned off the charge on the paner was almost com-

pletely dissipated within five minutes. 7) The positive and negative

o
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Total Applied
Potential
Volts

CQurrent

mA

12,000?
-6,700
-7,700
-8,400
-8,400
+6,700
+7,700

+8,400

a) Double Corona.

0.10

0.10

0.15

0.20

0.30

0.10

¢.15

0.20

27

Table 6
The Producticin of Ozone as a Function
of a Positive and Negative Corona

25

26

25

80

26

25

25

Electrode
Polarity

Electrode 1-Negative
Electrode 2-Positive

Electrode 1-Ground
Electrode 2-Negative

Electrode 1-Ground
Electrode 1-Negative

Electrode 1-Ground
Electrode 1-Negative

Electrode 1-Ground
Electrode 2-Negative

Electrode 1-Ground
Electrode 2-Positive

Electrode 1-Ground
Electrode 2-Positive

Electrode 1-Ground
Electrode 2-Positive

ppm
03

31.8
4.1
9.1

20.5

15.0
6.8

15.9

27.3
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FIGURE 8 OZONE PRODUCTION IN THE
PRESENCE OF ISOPAR G
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Table 7

Relative Applied#*
CDU # Huridity, % Voltage
1 33 -4500%
1 33 -5500°*
1 33 -6800%
1 33 +4500°
1 33 +5500°
1 33 +6800°
1 33 -45001
1 33 -450013
1 33 +4500%
1 33 +4500%13
1 51 +4500°
1 51 +5500%
1 51 +6800%
1 51 +4500°
1 51 +5500°
1 51 +6800°
1 68 +4500
= 1 68 +5500°
§ 1 68 +6800°
] 5 31 -4500*
: 5 31 -5500°
5 31 -6800%
5 40 +4500°
5 40 +5500°
29

Electrostatic Charging Characteristics of Mead 8313 Paper

Measured t

Vbltage

-2180
-2087
-1983
+2900
+3588
+3780
-2230
-2390
+1644
+2070
+105
+87
+74
+195
+195
+280

+313

+318
+205

-1330
-2510
-5072
+843

+2285

Current

mA

0.05

0.00
0.10
G.12
0.05
0.10
0.12

0.10

0.10
0.15

0.08
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+68007 »>
-4500°
-5500°
-6800%
+4500°
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-4500%
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E Footnotes for Table 7
rj * Voltage applied to electrodes in the corona discharge unit
‘ \ Flectrostatic potential measured on Mead 8313 paper
1. Positive lead floating; corona back plate grounded.
2. Negative lead €loating; corona back plate grounded.
: 3. Oxygen enriched atmosphere.
4. Zn0 coating facing negative electrode.
5. In0 coating facing positive electrode.
6. Positve lead floating; plane electrode grounded.
7. Negative lead floating; plane electrode grounded.
Configuration
CDU #1 - wire to wire. ;
3 CDU #2 - wire to plane
CDU # 5 - point to plane . %
! 3

z
3
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coronas gave charging characteristics similar to the double corona.

If a comparison of the charging characteristics and the ozone
production is made for the various corona wunits, the following points
are observed. 1) Relative humidity reduces both the amount of ozone
produced and the static potential buildup. 2) Isopar G reduces the
amount of ozone produced, but does not affect the static potential
buildup (12).

This suggests that tne water is reacting with the negative
charge carrying species, thus reducing its concentration and con-
sequently the charge on the paper. If the charge carrier is also
a precursor of ozcne then the reduction of its concentration would
also lead to a rcduction of ozone produced, which is observed. In
the case of Isopar-G the reduction of the ozone producsd could be
attributed directly to the interaction of ozone with Isopar G.

This would account for the reduction of ozone and suggest that ozong
is not the charge carrying species.

If the positive charge carrier is the proter. an increase in
relative humidity would increasc the hydration of this species
thus decreasing its mobility.

B, 1. The Corona Discharge. In a series of articles (13,1£)}
on a point to planc corona, G. W, Trichel described the character
of the discharge. VWhen the points were charged positively, it was
shown that the current fluctuated in pulses which were cf short
duration. These bursts of current were random in time and intensity.

then the points were charged negatively, the points emitted
currcnt pulses which were coastant in both magnitude and freguency.
This oniservation resulted in a postulation that the character of
the discharge was duc to an interaction of the space charges of the
individual points.

when these studies are appiied to a wire to wire corona, the
following macroscopic mechanism empirically can be stated. The
following observations arec stated for clucidation:

1. The field gradient, due to the diameter of the wires, is
very hign at the electrodes (15).

. The process at the positive electrode coliects electrons.
Thus the current at this electrode is dependent upon the
ionization potentials of the gases surrounding the wire.
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3. The process at the negative electrode emits electrons;
thus, the current at this electrode is dependent upon
the work function of the metal.

The visual observation of the corona is presented in Figure 9.
The visible emission at the positive electrode appears to be continu-
ous and homogeneous for the length c¢f the wire. An increase in the power
supplied to this electrode results in an increase in emission.

At the negative electrode at reasonably high pctentials, a
series of beads form which are evenly spaced throughout the length
of the wire. An increase in potential does not increase the mmber
of beads, however, it does increase the intensity of visible emission.
Further application of power results in the breakdown of the corona
system into a spark.

B. 2. Toner Pickup. From a series of studies concerned with
toner pickup with respect to the corona configuration and environ-
ment, a number of generalizations can be made. These are shown in
Figures 10 and 11.

Figure 10B reflects the capability of this research group
to charge the zinc oxide coated paper positively or negatively.
The amount of charge and the charging area was greatly decreased
in the case of a positive charging configuration.

Generally, the area which is charged by a corona is dircctly
proportional to the time of charging (Figure 10A ), the distance
of the paper from the wire (Figure 11A ), and the applied potential
(Figure 11B ).

The area of charging appears to exponentially decrease with
an ircrease in relative humidity (Figure 11C ),

Specific examples are shown in Figures 12 to 15. Figures 12 and
13 depict the differences between positive and negative charging.
It should be noted that the charge homogeneity is much greater in
the case of a positive charging configuration when compared to a
negative charging configuration. The inhomogeneity in the case of
the negative charge is due to the current being produced from the
beads at this electrode. Further, in both cases as the distance
of the paper from the electrode increases, the charging area increases.
In comparing the prints in Figure 13 A, B, and C, the charged areas
increased and the homogereity of charge on the paper became more
acceptable as the distance of the paper from the point was increased.
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Legend for Figure 12
Current: 0.1 mamp.
Corona: wire to plane
Configuration: ZnO paper facing positive wire
A. 0.5 an from wire
B. 1.0 an from wire

C. 1.5 an from wire

The dark portions of the plate indicate the areas of
particle pickup while the density reflects the amount.

The white areas indicate no charge buildup.
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Legend for Figure 13

Current: 0.1 mamp.
Corona: wire to plane

Configuration: Zn0 paper facing negative wire
A, 0.5 cm from wire

B. 1.0 am from wire

C. 1.5 cm from wire

The dark portions of the plate indicate the
areas of particle pickup while the density re-

flects the amount. The white areas indicate
no charge buildup.
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In the case of a point to plane (Figures 14 and 15), it is
apparent that:

1. The charged area on the paper is a function of distance from
the electrode (Figure 15A and B)

2. The charged area on the paper is a fumction of the corona
current (Figure 14A and 15B).

3. The charge homogeneity on the paper is poor.

The change in homogeneity can be explained by referring to
the macroscopic mechanism of the corona. The point to plane corora
that was used to charge the ZnO coated papers was designed to have
a distance between the points of approximately 0.5 an. Because of
this it can be expected that the space charges of the individual points
will interfere with one another. The greatest interference to the
production of the current bead will be in the center of the point
matrix, thus the least current wili flow from this area. This effect
is shown in Figures 14 and 15 where it appears that the maximm cur-
rent flow is from the corners of the point matrix (minimm inter-
ference with adjoining space charges).

B. 3. Ion Currents. Attempts were made to both identify the
charge carrier and the ion density within the corona. In the study
on identification of the species in the corona, ultraviolet, visible,
and infrared spectroscopy was used. The apparatus previously des-
cribed was used for the ion current measurements (II.A.6).

From mass spectromeric measurements of other research groups,
the charge carriers appear to be M.~ and the hydrated proton
= (H,0) ]. Our results, however,”indicate that at least for the
negative Bon current, the charge carrier is directly related to the
oxygen molecule. Although spectroscopic measurements in the ultra-
violet and visible regions indicated the presence of excited nitrogen
and the infrared region yielded no spectra (because of intensity),
other studies indicate that the previous statement is justified.
When the ZnO paper was charge in che presence of an enriched oxygen
atmosphere the charge acceptance of the paper was increased. When .
all other gases ((0,, NO, N,) were added to the enviromment surrounding
the e(cloron:m, a decredse in tﬂe charge acceptance of the paper was
noted.

Ion currents were also measured for the point to plane corona
in an attempt to observe the energtics and density of the ions. A
typical plot of probe current as a function of applied woltage i:
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Legend for Figure 14

Current: 0.2 mamp.

Corona: point to plane

Configuration: Zn(; paper facing negative points
A. 1.0 an from points

B. 1.5 cn from points

The dark portions at the plate indicate the
areas of particle pickup while the density
reflects the amount. The white areas indicate
no charge buildup.
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Legend for Figure 15

Current: 0.1 mamp.

Corona: Point to plane

Configuration: ZnO paper facing negative points
A. 0.5 am from points

B. 1.5 an from points

The dark portions of the plate indicate the
areas of particle pickup while the density

reflects the amount. The white areas indicate
no charge buildup.
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presented in Figure 16. Because of the current levels of the

corona and the tendency for the probes to act as a ground (resulting
in a spark), measurement of the characteristics were quite difficult.

ﬁrom shese studies, however, a number of qualitative conclusions can
e made.:

1. The average energy of the ions decreases as the distance from
the electrodes increases.

2. The average ion current per unit volume decreases as dis-
tance from the electrodes increases (Figure 17).

3. The corona current fluctuates directly with the signal
applied to the corona itself (Figure 18).

All of these observations are consistent with other observations.

IV. CONELUSIONS

A mmber of conclusions can be obtained from this project:
The remaining discussion is applied to (A) the type of charging
unit which will produce the most homogeneous charge, (B) environ-
mental effects, and (C) major recommendations.

A.1. Wire Charging Configuration. As was previously described,
a wire configuration as opposed to a point configuration is preferred,
especially for negative charging. Because of the interaction of the
point emitters an uneven current flow exists resulting in inhomogeneous
charging characteristics. It is the impression of these researchers
that the wire to plane CDU would be preferred also in the positive
charging mode. The point to plane CDU are difficult to fabricate
and the wire (DU results in very inhomogeneous charging of the plate.

A.2. There is a good indication that both the positive and
negative electrodes (point, wire) produce ozone in fairly high con-
centrations. The amount of this material produced can be decreased
by replacing the point or wire counter electrodes with a plane.

It appears that the ozone is produced in the corona because the

1igh potential gradients in the system. In the case of the wire to
wire, the point to point, or wire to point the gradient is duplicated
at both electrodes. By replacing one eiectrode with a plane the
potential gradient car be reduced sufficiently to minimize or totally
eliminate ozone production at the electrode.

A.3. A Positive Charging Configuration. From the toner pickup
studies it becomes obvious that a positive charging configuration
is prefexred to the presently accepted negative charging. Since the
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FIGURE 18 TIME DEPENDENCE OF

CORONA DISCHARGE
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majority of the current that eminates from the negative electrode
comes from the luminous 'beads", inhomogeneity in charging of the
paper is observed.

g 9 Tt o et

A positive wire, on the other hand, produces a sheath of cur-

rent carriers along the wire, resulting in a more homogeneous charging
of the substrate exposed to the corona.

A.4. Distance of Paper from Corcna. The term charging efficiency
should be used at this point in the disucssiorn, and it will be oper-
ationally defined as the ratio of useful charge carriers reaching the
plate to the total number of charge carriers produced. As the corona
charging unit is moved to a position farther from the plate, the 2
efficiency decreases. At the same time in order to maintain the same
rate of charging, the power supplied to the wire must be increased. 3
Thus, the overall effect is one of production of increased concen-
trations of ozone as the distance between the charging wire and 3
plate is increased.

L L e L s e e T L L T

A Rt o P i, St

A practical example of this may be taken from a comparison of
the current required for the Army RACOMS Printer and the Xerox :
machine. The charging units in the Xerox machine are in very close 3
proximity to the selenium drum whereas the Armmy printer's separation
is much larger, The current levels required in the Xerox machine are
a factor of 102 to 103 1less than required by the Amy printer. Thus,
the ozone production in the Xerox process is minimized.

B. [Invirormental Effects. This secticn is applied to those
parameters which affect the prcduction of ozone.

B.1l. Production of Ozone. The following conclusions are
made with respect to the production of ozone:

1. ‘7he equilibrium concentration of ,zone increases with an
increase in power supplied to the corona discharge unit.
As the distance between the electrodes of the corona in-
creases more power must be supplied to the unit to maintain
an equivalent ion density at the paper interface. Thus, .-
as the distance between the electrodes increases, the
ozone production increases.

L U st 0L 50 0 4 v 500050 Bk % i

2. The equilibrium concentration of ozone is dependent upon
the type of metal used for the electrodes. Certain metals,
such as platinum, appear to produce ozone at a higher rate
than others, such as copper (see Figure 7).
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3. The ozone production is dependent upon corona configuration.
Distance (for equivalent ion currents per unit volume) is
a very important consideration as discussed previously.
The type of counter electrode used governs, to some extent,
the amount of ozone produced. In the case where the counter
electrode is a Tglane, the production of ozone is decreased

appreciably. is also indicates that both electrodes pro-
duce ozone in this system.

4. Mn increase in humidity decreases the czone production (see
section III.A.2.)

5. An increase in hydrocarbon content of the atmosphere de-
creases the equilibrium concentration of ozone (see section
II1.A.4.). Presumably this is due to an oxidation reaction
which occurs in the vapor state between the two compounds.
Although addition of a gaseous reactive material appears to
be a method of reducing the ozone concentration, care must
be taken in applying this to the printer. Studies of the
effects of these reactions products (12)indicate that the
reproduction process can be seriously hindered by the pre-
sence of polar compounds.

C. MAJOR RECOMMENDATIONS

C. 1. Charging Configuration. Develop a process in which a
positive wire charging configuration can be used (such as the IFAX
process, Horizons Research).

C.2. Ozone Production. Develop a process which reduces the
production of ozone in the unit. This car be accomplished by:

C.2. a. Decreasing tne Jistance between the charging wire and
the plate.

C.2.b. Reducing ozone concentration after formation by
venting or using an efficient ''getter" for the ozone.
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